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ES-WDPL-CO12  0440 CO12

® Watts Drainage 2004

Job Name  ––––––––––––––––––––––––––––––––––––––––––––––––––––––

Job Location  ––––––––––––––––––––––––––––––––––––––––––––––––––––

Engineer  ––––––––––––––––––––––––––––––––––––––––––––––––––––––––

Contractor –––––––––––––––––––––––––––––––––––––––––––––––––––––––

Contractor’s P.O. No.  ––––––––––––––––––––––––––––––––––––––––––––

Representative  –––––––––––––––––––––––––––––––––––––––––––––––––––

SPECIFICATION: Watts ProLine CO12 PVC or ABS adjustable floor cleanout with round nickel bronze, ductile iron,
or stainless steel non-skid top, and removable poly cleanout plug.

CO12 PVC/ABS Adjustable
Floor Cleanout w/Round Top

PROLINE

Pipe Sizing (Select One)
Suffix Description

-2PVC 2” PVC
-2ABS 2” ABS
-3PVC 3” PVC
-3ABS 3” ABS
-4PVC 4” PVC
-4ABS 4” ABS

Options (Select One or More)
Suffix Description

-DI Ductile Iron Top
-SS Stainless Steel Top
-VP Vandal Proof Screws

6 -3/8" (162)

5-1/8" (130)

4" (102)

MIN 7/8" (222)

MAX 2-3/4" (70)

PIPE SIZE
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