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The Job Record is used to document the control settings for future reference and troubleshooting.
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Item Setting

MELTING SETPOINT

IDLING SETPOINT

STORM SETPOINT

MANUAL MELT TIME

Item Setting

SNOW/ICE SENSOR

SLAB SENSOR

ECONOMELT

Item Setting

STORM RUN TIME

SENSITIVITY

WARM WEATHER SHUT DOWN

COLD WEATHER CUT OFF

Temp Menu Settings

Setup - System Setup Menu Settings

WiFi Snow Melting Control 671

Item Setting

MAX MELT DAYS

OUTDOOR SENSOR

Item Setting

BOILER TYPE

Setup - Boiler Setup Menu Settings
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Item Setting

MELT GROUP

STORM GROUP

PRIORITY

AWAY SCENE

TN4 SYSTEM PUMP

Item Setting

WiFi

NETWORK SSID

Item Setting

ADDRESSING

AUTO ADDRESS

MANUAL ADDRESS

DEVICE COUNT

SNOW MELT ZONE

TRACK ZONE

Setup - tekmarNet Menu Settings

WiFi Menu Settings

Item Setting

POSTAL/ZIP

TIME SOURCE

Item Setting

TEMPERATURE UNITS

Display Menu Settings

Item Setting

SCREEN BRIGHTNESS
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